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Option Code     without Heater with Heater 

Magnetic drive Centrifugal M5 O O

3.5 gpm Positive Displacement P4 S S

2.33 gpm Positive Displacement P9 O O

3/4 hp Turbine T5 O O

3/4 hp Stainless Steel Turbine T6 O O

3/4 hp Stainless Steel 3 Phase Turbine T7 O O

Pumps (1) 
1 hp Stainless Steel 3 phase Turbine T9 O O

RS232-communications port 83 O O

RS485-communications port 84 O O

Stainless steel reservoir 56 S S

External Temperature Probe (ambient tracking) Front mount 7A O O

External Temperature Probe (ambient tracking) Rear mount 7B O O

Tank sight glass or level indicator 58 O O

Flow meter 5 gpm and bypass 78 O O

Remote control (on/off) DC voltage 82 O O

Remote (on/off) dry contact 81 O O

Reservoir level switch 57 O S

Dry Contact for remote on/off and status 89 O O

Conductivity control (meter, solenoid, filter) 33 O O

DI compatible process piping 32 O O

Less resevoir tank (credit) 50 O O

Less resevoir tank and pump (credit) 40 O O

           na: not available        S: standard         O: Option available

(1) Process flow less than 1.92 gpm per ton or greater than 3.6 gpm per ton requires a recirculation pump.

Other options may be available. Contact PolyScience  for pricing and availablity.

Option Description

Prices and specifications subject to change without notice
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